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Abstract  

These release notes describe the release history and installation notes 
that apply to the software Release of the Ericsson W30/W35. It also 
includes a summary of the main functionality that has been 
added/changed compared to the previous software releases as well as 
known issues. 

 

© Ericsson AB 2009 - All Rights Reserved  

 
Disclaimer  

No part of this document may be reproduced in any form without the 
written permission of the copyright owner. 

The contents of this document are subject to revision without notice due 
to continued progress in methodology, design, and manufacturing. 
Ericsson shall have no liability for any error or damage of any kind 
resulting from the use of this document.  
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1 Introduction 

This document describes the release and installation notes that apply to 
the software release of the Ericsson W30/W35. It also includes a 
summary of the main functionality that has been added/fixed compared 
to the previous software release as well as known issues. 

SW Release No:  CXC 172 7030/005 R12C (7.2 Mbps) 
    CXC 172 7031/006 R12C (7.2 Mbps) 

 

1.1 Software Description 
1.1.1 W30 

The software version described in this document is: 

CXC 172 7030 for W30, build R12C003 

 
The software file also includes the radio firmware version R1D06. 
 

1.1.2 W35 
The software version described in this document is: 

CXC 172 7031 for W35, build R12C003 

The software file also includes the radio firmware 1.0.2.23 and 
bootloader 1.0.2.17 
 

1.1.3 Hardware Compatibility 
This software is compatible with the W30 hardware KRC 101 1466 and 
W35 hardware KRC 101 1467, KRC 101 1470 and KRC 101 1471. 

1.1.4 Configuration database 
During upgrade the existing database will be migrated to the latest 
revision. Please note that migration of database is not supported when 
downgrading. 
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1.2 Important upgrade information 
 

A reboot of your W3x before doing the upgrade is recommended. 

There are several ways to upgrade the W3x. Please see User Guide and 
Admin Guide for details.  

Note: Do not turn off the power to the W3x during upgrade, since this 
can make the unit not working.  
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2 Release History  

Refer to the Product Documentation listed in section 5.1 for further 
information about functionality and CLI commands. 

2.1 W30 SW Release 
2.1.1 CXC 172 7030 R12C003 – Apr 29 2009 

This is a maintenance-release of the W30 software R12B. 

2.1.2 CXC 172 7030 R12B005 – Mar 19 2009 
This is a maintenance-release of the W30 software R12A. 

2.1.3 CXC 172 7030 R12A013 – Jan 13 2009 
This is the first official release of the W30 software.. 

2.2 W35 SW Release 
2.2.1 CXC 172 7031 R12C003 – Apr 29 2009 

This is a maintenance-release of the W35 software R12B. 

2.2.2 CXC 172 7031 R12B005 – Mar 19 2009 
This is a maintenance-release of the W35 software R12A. 

2.2.3 CXC 172 7031 R12A013 – Jan 13 2009 
This is the first official release of the W35 software. 
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3 Added Functions and Corrections 

This section describes new functions and the correction history for each 
release. 

3.1 Release R12C003 
3.1.1 Added functions 

None. 

3.1.2 Corrections 
General: 

• Multiple configuration database migration issues. 

 

Telephony and Fax: 

• Fixed bug 6462 “Call Waiting Tone is muting transmit path", (by 
upgrading radio module firmware). 

• Play congestion tone when out of coverage instead of “number 
unobtainable” tone. 

• Updates to the Australian telephony profile by request. 
(Congestion  tone timeout and pre-howler latency). 

Radio module: 

• New firmware for radio module in W35:  K1.0.2.23/K1.0.2.17. 

3.2 Release R12B005 
3.2.1 Added functions 

The following functions have been added to the SW package in this 
release: 

• CLIP for Call Waiting (Enabled by default for us profile) 

• Decrease start-up time  
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• Added the possibility to change default language in WUI 

• The language Flags in WUI are changed to text. 

• It’s possible to select which languages that will be available in the  
WUI   

• APN password is not in clear text in the WUI  

• Removed the word "PPP" from username and password labels in 
WUI Internet page 

• Possibility to use MSISDN as outgoing Voicemail number with 
"*98" 

• Added disclaiming text in WUI concerning data usage  

3.2.2 Corrections 
General: 

• Fixed bug 6460: Automatic APN is updated.  

• Fixed bug 6202 "swinst does not work over SSL" 

• "Enable pass-through/redirections of protocols other than TCP 
and UDP". CLI-support is now available and supported protocols 
are IP protocol 0-255. 

• Fixed bug 5078 : Added ipsec rx and tx data. 

• Changed prefix "KiB", "MiB" etc. to "kB", MB" and so on.  

• Fixed bug 6091 "Changing share name in WUI causes error bad 
length" 

• Fixed bug 6108 "Can not execute st wlan as operator" 

• Corrected misspell in the Spanish translation. 

• Fixed bug 5079 "Add 'st l2tp' command". 

• Fixed bug 6209 "TR-069 does not work on W21 and W30" 

Telephony and Fax: 

• Fixed bug 6112: Howler tone is enabled in se-profile.  

• Fixed bug 5065: Play congestion tone when out of coverage. 

• Fixed bug 6450: Number unobtainable tone is played instead of 
congestion. 

• Fixed bug 6421: Echo cancellation configuration. Echo 
parameters towards the POTS chipset is now actively set  
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• Fixed bug 6424: <setprofile> disables POTS port 0. 

• Fixed bug 3152 : A-subscriber sometimes hear the CLIP-
signalling. 

• Fixed bug 6372 PS Detached cause dropped CS call  

• Fixed bug 5944: Send pings during fax negotiation to avoid that 
the RAB is changed. 

WAN interface: 

• Fixed bug 6391 "internet"-indication is unlit despite working 
WAN-connection 

• Fixed counter for received and transmitted bytes for the 
command "st l2tp".  

• Fixed bug 6273 WUI should state 3G instead of UMTS".  
WUI now shows the following: 
 
3G+ for HSPA and HSDPA conection 
3G for UMTS connection 
2G for GPRS and EDGE connection 

• Added tcpdump from Montavista to w3x. 

• Added "packets" unit to values in "st firewall". 

• Fixed bug 5109 "PDP context not automatically re-established 
after SGSN update" 

• Fixed bug 6016 "Connectivity lost when modifying PIN code from 
(U)SIM card" 

Radio module: 

• New firmware for radio module in W35:  K1.0.2.19/K1.0.2.17. 

•  New firmware for radio module in W30: R1D06   
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4 Limitations and Corrections 

4.1 SW Known issues 
This section describes possibly unexpected behaviour in Ericsson 
W30/W35 when running this DEMO software release. The following 
information is provided for each limitations and restrictions:  

Symptoms — A description of what is observed when the limitations 
and restrictions occur.  

Workaround — Solutions, if available, to counteract the limitations and 
restrictions. 

Status — Bug status.  

4.1.1 Issue #2587 - It’s not possible to adjust to different time 
zones 
 

Symptoms – When using SNTP time in MBR, the time will always be 
GMT. 

Workaround – Use “celltime” to get local time. 

Status – Time zone support is expected to be implemented in a future 
release. 

 

4.1.2 Issue #3491 - WiFi auto channel setting not working 
 

Symptoms – WiFi auto channel setting not always working 

Workaround – Manually scan for other AP and set channel  

Status – Expected to be corrected in a future release.  
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4.1.3 Issue #5180 IPSec interoperability problems with Juniper 
 

Symptoms – Some IPSec interoperability problems have been 
discovered with Juniper firewalls.  
 
Workaround – None 

Status – Investigations ongoing 

4.1.4 Issue #4747 FTP/HTTP download of large files when 
using L2TP tunnel 
 

Symptoms – Download of large files using HTTP/FTP may be 
interrupted when using L2TP (BCP) tunnel. L2TP tunnel does NOT go 
down when problem occurs, but download is sometimes terminated.   

Workaround – Reduce client MTU size to 1440 bytes to avoid 
fragmentation. 

Status – Investigation ongoing 

4.1.5 Issue #5566 A reboot in combination with Scheduled 
download with delay might stop cwmp (TR-069) 
 

Symptoms   If a reboot (via CLI or power) happens between a cwmp 
requests of scheduled download and the download starts, this will result 
in the cwmp service stops and download fails 

Workaround – Do not use scheduled download. Restart the unit 

Status – Expected to be corrected in future a release. 

4.1.6 Issue #5643, #5092 No response to TR-069 ACS session 
when setting parameter PPP username/password or APN  
 

Symptoms:  

APN: When changing the APN from the ACS, no setparametervalues 
response is sent and the session is terminated unsuccessfully by the 
ACS. However the CPE receives the new APN setting, starts a new 
session with the new APN and IP-address and is able to communicate 
with the ACS as normally. 

PPP: This is causing the ACS to terminate the session and not receiving 
the SetParameterResponse. The session finishes unsuccessfully. 
However, the PPPusername/password gets set in the CPE, and when 
the PPP interface comes up again the session is retried by the CPE. 

Workaround – None 

Status – Expected to be corrected in a future release. 
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4.1.7 Issue #5895: Setting of regional WLAN channel 
 

Symptoms: Setting WLAN region in the WUI should limit the radio 
channel choices. This is so that the user can't manually select channels 
outside the limit for a region. This filtering is not done in the current 
release. When selecting the radio channel setting 'Auto' in the WUI, the 
MBR tries to use all channels from 1 to 13. 

Workaround: None 

Status: No plans to fix this. 

4.1.8 Issue #6018 Dual busy tone in MBR W35 
 

Symptoms: 

When calling from W35 MBR to a busy subscriber, 1st and 2nd busy 
tone (burst) consists of 2 different tones, the expected tone and another 
with lower level and other characteristic than the network generated. 
These to tones with different characteristics are played concurrently. The 
third and forth tone(burst) sounds as expected.  

Workaround: None 

Status: Expected to be corrected in a future release. 

4.1.9 Issue #6322: PDP is not recovered when PDP is dropped 
without any notification to the UE 
Symtoms: MBR does not recover GGSN outage, when no notification is 
sent to the UE 

Workaround: None 

Status: Expected to be corrected in next maintenance release. 

4.1.10 Issue #6147: UMTS module firmware upgrade is not 
always successful (W35 only) 
Symptoms: When upgrading the MBR, the upgrade of the UMTS module 
fails to complete. If upgrading via the web user interface the upgrade 
progress bar will stop after approximately 90%.  

Workaround: Rebooting the MBR and running the upgrade again is 
usually successful. 

Status: Expected to be corrected in a future release. 
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5 Technical Assistance 

5.1 W30/W35 Product Documentation 
The following product documentation is available for the Ericsson W3x 
series and can be provided through your local representative to get 
latest revision: 

W3x Series, Quick Installation Guide, EN/ LZT 108 9869 (hard copy 
included in the product package) 

W3x Series, User’s Guide, 1/1551-CRH 102 168 

W3x   Series, Administrator’s Guide, 2/1551-CRH 102 168 

W3x Series, Safety and Regulatory Information, 3/1551-CRH 102 168 

W3x Series, License Information, 4/1551-CRH 102 168  
 
TR-069 in W2x and W3x Series, Reference Guide, 7/1551-CRH 102 167 

5.2 Technical Support 
For technical support, please contact your local representative. 
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